TECHNICAL SPECIFICATION
LORENZO
VITRIFIED
Value
Deviation in Length + 0.6% + 0.1% EN 98
3 Straightness of Sides + 5.0% +0.1% EN 98 LORENZO
-_ e T e VITRIFIED
Surface Flatness & 50% +0.2% EN 98 #6{/ / .
-———— R
7  Mohs hardness* EN 101
9  Absorption resistance < 204 333 <144 mm3 EN 102
11 Breaking Strength* 1113 N 2500 N ASTM C-648
Frost resistance Frost Proof Frost Proof EN 202
15  Thermal Shock Resistance No damage No damage EN 104
S | Specalseres 16 Coouessonce  Nodamage  Nodamage  ENSIOSH
&2 >, | 600X600mm 17 Thermal Expansion <9X10° < 6X10° EN 103 — -
19  Moisture Expansion 1SO 10545-10 / i

-———_ A

PACKING DETAILS

600X600mm 9 mm (approx.) 4 pcs 1.44 sq.mtr. (15.5 Sq.ft.) 29 Kg. (approx.)
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LORENZO VITRIFIED TILES PVT. LTD . A

8-A, N.H., Opp. Omkar Petroleum,

P.B.No.: 411, Lalpar, Morbi-363642

Ph.No.: +91 2822 242424, 242323,

Fax No.: +91 2822 242322

Mo.No.:+91 92274 77739/14

e.: sales@lorenzovitrified.com, 4
info@lorenzotiles.com, | -

Blaek w.: www.lorenzovitrified.com mkt@lorenzovitrified.com
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